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This drawing shall not be used or reproduced in any manner for any purpose without written permission from Beals Associates, Inc.

GENERAL NOTES

1. THE CONTRACTOR SHALL NOTIFY THE DEPARTMENT OF PUBLIC WORKS AT LEAST FORTY-EIGHT (48) HOURS IN ADVANCE OF ANY
ROADWORK OR MUNICIPAL CONSTRUCTION.

2. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR THE ELEVATION OF THE EXISTING UTILITIES AS SHOWN
ON THESE PLANS IS BASED ON RECORDS OF THE VARIOUS UTILITY COMPANIES, SURVEY INFORMATION BY THE PROJECT SURVEYOR,
AND MEASUREMENTS TAKEN IN THE FIELD WHERE POSSIBLE. THIS INFORMATION IS NOT TO BE RELIED ON AS BEING EXACT OR
COMPLETE. THE CONTRACTOR MUST CALL THE APPROPRIATE UTILITY COMPANIES AND DIGSAFE (1-888-DIG-SAFE) AT LEAST 72 HOURS
PRIOR TO ANY EXCAVATION TO REQUEST EXACT FIELD LOCATION OF UTILITIES. THE CONTRACTOR SHALL CONTACT THE DEPARTMENT OF
PUBLIC WORKS TO MARK OUT ALL TOWN OWNED UTILITIES 72 HOURS PRIOR TO ANY CONSTRUCTION. IT SHALL BE THE RESPONSIBILITY
OF THE CONTRACTOR TO RELOCATE ALL EXISTING UTILITIES WHICH CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN ON THE
PLAN. THE CONTRACTOR SHALL NOT RELOCATE ANY TOWN OWNED UTILITY WITHOUT PRIOR APPROVAL OF THE DEPARTMENT OF PUBLIC
WORKS. ALL UTILITY WORK WITHIN THE RIGHT OF WAY SHALL BE PERFORMED BY A LICENSED DRAIN LAYER UNDER THE SUPERVISION
OF THE DEPARTMENT OF PUBLIC WORKS.

3. MAINTENANCE OF EROSION CONTROL MEASURES IS OF PARAMOUNT IMPORTANCE, AND THE CONTRACTOR IS RESPONSIBLE FOR
COMPLYING WITH ALL EROSION CONTROL MEASURES SHOWN ON THE PLANS. ADDITIONAL EROSION CONTROL MEASURES SHALL BE
INSTALLED AS DEEMED NECESSARY BY ONSITE INSPECTIONS BY THE OWNER OR THEIR REPRESENTATIVES AND THE MUNICIPAL CODE
ENFORCEMENT OFFICER AT NO ADDITIONAL COST TO THE OWNER.

4. ALL MATERIAL SCHEDULES SHOWN ON THE PLANS ARE FOR GENERAL INFORMATION ONLY. THE CONTRACTOR SHALL PREPARE HIS
OWN MATERIAL SCHEDULES BASED ON HIS PLAN REVIEW. ALL SCHEDULES SHALL BE VERIFIED IN THE FIELD BY THE CONTRACTOR
PRIOR TO ORDERING MATERIALS OR PERFORMING WORK.

5. ALL MATERIALS AND CONSTRUCTION METHODS SHALL CONFORM TO THE TOWN SPECIFICATIONS, MASSACHUSETTS DEPARTMENT OF
TRANSPORTATION SPECIFICATIONS, MASSACHUSETTS DEPARTMENT OF ENVIRONMENTAL PROTECTION STANDARDS, AWWA STANDARDS
AND OTHER RELATED INDUSTRY STANDARDS.

8. CONTRACTOR SHALL PROVIDE A FINISH PAVEMENT SURFACE FREE OF LOW SPOTS AND PONDING AREAS.
9. ALL SUBGRADE SURFACES SHALL BE SLOPED AT NO LESS THAN 1% TO PROMOTE ADEQUATE DRAINAGE TOWARDS DRAINAGE AREAS.

10.  PROVIDE STABILIZATION OR SEPARATION GEOTEXTILE FABRIC OVER UNSTABLE SOILS AS DIRECTED BY THE OWNERS
REPRESENTATIVE OR ENGINEER.

11.  CATCH BASINS SHALL BE INSPECTED IN THE SPRING AND FALL. ANY STRUCTURES WHICH ARE INSPECTED AND HAVE AN
ACCUMULATED SEDIMENT DEPTH OF 12" SHALL BE CLEANED. DISPOSAL OF ACCUMULATED SEDIMENT SHALL BE IN ACCORDANCE WITH
ALL LOCAL, STATE AND FEDERAL REGULATIONS.

12.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE DESIGN, INSTALLATION, OPERATION AND REMOVAL OF APPROPRIATE
EXCAVATION DEWATERING SYSTEMS AS WELL AS THE PROTECTION OF EXPOSED SUBGRADE SOILS AT NO ADDITIONAL COST TO THE
OWNER. WATER ENTERING EXCAVATIONS SHALL BE CONTROLLED AND PROMPTLY REMOVED TO AVOID SUBGRADE DISTURBANCE.
SURFACE WATER RUNOFF SHALL BE DIRECTED AWAY FROM EXPOSED SOIL SURFACES.

13.  ALL EXISTING STRUCTURES, FENCES, TREES, ETC. WITHIN THE CONSTRUCTION AREA, UNLESS SPECIFICALLY NOTED TO REMAIN,
SHALL BE REMOVED.

14.  ALL DRAINAGE STRUCTURES SHALL BE PRECAST UNLESS OTHERWISE NOTED.

15.  ALL DRAINAGE STRUCTURES AND STORM SEWER PIPE SHALL MEET HEAVY DUTY TRAFFIC (H-20) LOADING AND BE INSTALLED
ACCORDINGLY.

EROSION CONTROL NOTES

1. LAND DISTURBING ACTIVITIES SHALL BE ACCOMPLISHED IN A MANNER AND SEQUENCE THAT CAUSES THE LEAST PRACTICAL

COLLAPSE OF EXISTING STRUCTURES, AND ANY OTHER IMPROVEMENTS THAT ARE REMAINING ON OR OFF SITE. THE CONTRACTOR IS
RESPONSIBLE FOR ALL REPAIRS OF DAMAGE TO ALL ITEMS THAT ARE TO REMAIN. CONTRACTOR SHALL USE NEW MATERIAL FOR ALL
REPAIRS. CONTRACTORS REPAIR SHALL INCLUDE THE RESTORATION OF ANY ITEMS REPAIRED TO THE PRE-DEMOLITION CONDITION, OR
BETTER CONTRACTOR SHALL PERFORM ALL REPAIRS AT THE CONTRACTORS SOLE EXPENSE.

6. THE CONTRACTOR SHALL NOT PERFORM ANY EARTH MOVEMENT ACTIVITIES, DEMOLITION OR REMOVAL OF FOUNDATION WALLS,
FOOTINGS, OR OTHER MATERIALS WITHIN THE LIMITS OF DISTURBANCE UNLESS SAME IS IN STRICT ACCORDANCE AND CONFORMANCE
WITH THE PROJECT PLANS AND SPECIFICATIONS, AN/OR UNDER THE WRITTEN DIRECTION OF THE OWNERS STRUCTURAL OR
GEOTECHNICAL ENGINEER.

7. CONTRACTOR SHALL BACKFILL ALL EXCAVATION RESULTING FROM OR INCIDENTAL TO, DEMOLITION ACTIVITIES. BACKFILL SHALL
BE ACCOMPLISHED WITH APPROVED BACKFILL MATERIALS, AND SHALL BE SUFFICIENTLY COMPACTED TO SUPPORT NEW
IMPROVEMENTS AND PERFORMED IN COMPLIANCE WITH THE RECOMMENDATIONS AND GUIDANCE IN THE GEOTEHCNICAL REPORT.
BACKFILLING SHALL OCCUR IMMEDIATELY AFTER DEMOLITION ACTIVITIES, AND SHALL BE DONE SO AS TO PREVENT WATER ENTERING
THE EXCAVATION FINISHED SURFACES SHALL BE GRADED TO PROMOTE POSITIVE DRAINAGE.

8. EXPLOSIVES SHALL NOT BE USED WITHOUT PRIOR WRITTEN CONSENT OF BOTH THE OWNER AND ALL APPLICABLE
GOVERMENTAL AUTHORITIES. ALL THE REQUIRED PERMITS AND EXPLOSIVE CONTROL MEASURES THAT ARE REQUIRED BY THE FEDERAL,
STATE, AND LOCAL GOVERNMENTS SHALL BE IN PLACE PRIOR TO CONTRACTOR STARTING AN EXPLOSIVE PROGRAM AND/OR ANY
DEMOLITION. THE CONTRACTOR IS ALSO RESPONSIBLE FOR ALL INSPECTION AND SEISMIC VIBRATION TESTING THAT IS REQUIRED TO
MONITOR THE EFFECTS ON ALL LOCAL STRUCTURES.

9. CONTRACTOR SHALL PROVIDE TRAFFIC CONTROL AND GENERALLY ACCEPTED SAFE PRACTICES IN CONFORMANCE WITH THE
CURRENT FWHA "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES" (MUTOD), AND THE FEDERAL STATE, AND LOCAL REGULATIONS
WHEN DEMOLITION RELATED ACTIVITIES IMPACT ROADWAYS AND/OR ROADWAY RIGHT OF WAY.

10. CONTRACTOR SHALL CONDUCT DEMOLITION ACTIVITIES IN SUCH A MANNER TO ENSURE MINIMUM INTERFERENCE WITH ROADS,
STREETS, SIDEWALKS, WALKWAYS, ANOTHER ADJACENT FACILITIES, STREET CLOSURE PERMITS SHALL BE RECEIVED FROM THE
APPROPRIATE GOVERNMENTAL AUTHORITY PRIOR TO THE COMMENCEMENT OF ANY ROAD OPENING OR DEMOLITION ACTIVITIES IN OR
ADJACENT TO THE RIGHT OF WAY.

4. THE MAXIMUM RISE FOR ANY RAMP RUN SHALL BE 30 INCHES.

5. LANDINGS SHALL BE PROVIDED AT THE TOP AND BOTTOM OF RAMPS. LANDINGS SHALL HAVE A SLOPE NOT STEEPER THAN 2.0%
IN ANY DIRECTION. THE LANDING CLEAR WIDTH SHALL BE AT LEAST AS WIDE AS THE WIDEST RAMP RUN LEADING TO THE LANDING. THE
LANDING CLEAR LENGTH SHALL BE SIXTY (60) INCHES LONG MINIMUM. RAMPS THAT CHANGE DIRECTIONS BETWEEN RUNS AT
LANDINGS SHALL HAVE A CLEAR LANDING OR SIXTY (60) INCHES BY SIXTY (60) INCHES MINIMUM.

6. EDGE PROTECTION COMPLYING WITH AAB AND ADAAG REQUIREMENTS SHALL BE PROVIDED ON EACH SIDE OF RAMP RUNS AND
ON EACH SIDE OF RAMP LANDINGS.

7. WHERE DOORWAYS ARE LOCATED ADJACENT TO A RAMP LANDING, MANEUVERING CLEARANCES REQUIRED BY 521 CMR FIGURES
26d AND 26e SHALL BE COMPLIED WITH.

CURB CUT RAMPS:

1. CURB CUT RAMPS ARE REQUIRED AT THE CORNER OF EACH INTERSECTION AND WHERE A PEDESTRIAN PATH OF TRAVEL
CROSSES A ROAD, DRIVEWAY OR OTHER VEHICULAR WAY.

2. THE MAXIMUM RUNNING SLOPE OF A CURB CUT RAMP SHALL BE 7.5% AND THE MAXIMUM CROSS SLOPE SHALL BE 1.5%.

3. CURB CUT RAMPS MAY EXTEND UP TO 15 FEET IN LENGTH.

4., MAXIMUM SLOPES OF ADJOINING GUTTERS AND ROAD SURFACES IMMEDIATELY ADJACENT TO THE CURB CUT RAMP SHALL NOT
BE STEEPER THAN 5%. THE ADJACENT SURFACES AT TRANSITIONS AT CURB CUT RAMPS TO WALKS, CUTTERS AND STREETS SHALL BE
AT THE SAME LEVEL.

5. THE MINIMUM CLEAR WIDTH OF A CURB CUT RAMP SHALL BE 36 INCHES, EXCLUSIVE OF FLARED SIDES, IF PROVIDED.

6. LANDINGS SHALL BE PROVIDED AT THE TOP OF CURB CUT RAMPS. THE CLEAR LENGTH OF THE LANDING SHALL BE 48 INCHES
MINIMUM. THE CLEAR WIDTH OF THE LANDING SHALL BE AT LEAST AS WIDE AS THE CURB CUT RAMP, EXCLUDING FLARED SIDES,
LEADING TO THE LANDING. LANDINGS SHALL HAVE A SLOPE NOT STEEPER THAN 2% IN ANY DIRECTION.

7. IF A CURB CUT RAMP IS LOCATED WHERE PEDESTRIANS MUST WALK ACROSS THE RAMP, OR WHERE IT IS NOT PROTECTED BY
HANDRAILS OR GUARDRAILS, IT SHALL HAVE FLARED SIDES.

8. WHERE PROVIDED, CURB CUT RAMP FLARES SHALL NOT EXCEED 10%. IF THE CLEAR LENGTH OF THE LANDING IS LESS THAN
FORTY-EIGHT (48) INCHES THAN THE SLOPE OF THE FLARED SIDES SHALL NOT EXCEED 8.33%.

9. CURB CUT RAMPS AND THE FLARED SIDES OF CURB CUT RAMPS SHALL BE LOCATED SO THAT THEY DO NOT PROJECT INTO
VEHICULAR TRAFFIC LANES PARKING SPACES OR PARKING ACCESS AISLES. CURBS AT MARKED CROSSINGS SHALL BE WHOLLY
CONTAINED WITHIN THE MARKINGS, EXCLUDING ANY FLARED SIDES.
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PHONE: 617-242-1120

6. THIS PROJECT IS SUBJECT TO ALL TERMS AND CONDITIONS OF ALL REGULATIONS ADMINISTERED BY THE MASSACHUSETTS DISTURBANCE OF THE SITE. O w R oo
ENVIRONMENTAL POLICY ACT, MASSACHUSETTS DEPARTMENT OF ENVIRONMENTAL PROTECTION, MASSACHUSETTS DEPARTMENT OF 11.  DEMOLITION ACTIVITIES AND EQUIPMENT SHALL NOT USE AREAS OUTSIDE THE DEFINED PROJECT LIMIT LINE, WITHOUT WRITTEN 10. CURB CUT RAMPS SHALL BE LOCATED OR PROTECTED TO PREVENT THEIR OBSTRUCTION BY PARKED VEHICLES. — £ 0.
TRANSPORTATION, HIGHWAY DIVISION, LOCAL UTILITY COMPANIES AND MUNICIPAL OFFICIALS. 2. PRIOR TO BEGINNING ANY CLEARING OR LAND DISTURBING ACTIVITIES, THE CONTRACTOR SHALL INSTALL THE PERIMETER SILT PERMISSION OF THE OWNER AND ALL GOVERMENTAL AGENCIES WITH JURISDICTION. 11.  CURB CUT RAMPS SHALL HAVE A TWENTY-FOUR (24) INCH DEEP DETECTABLE WARNING PANEL COMPLYING WITH ADAAG, Lo O
FENCE OR EROSION CONTROL BARRIERS AND THE STABILIZED CONSTRUCTION ENTRANCES. EXTENDING THE FULL WIDTH OF THE RAMP. REFER TO DETECTABLE WARNING DETAILS AND NOTES FOR PLACEMENT. e P =23 e
7. THE CONTRACTOR SHALL REVIEW ALL RELEVANT FEDERAL, STATE AND MUNICIPAL PERMITS ASSOCIATED WITH THIS PROJECT. IT 12.  THE CONTRACTOR SHALL USE DUST CONTROL MEASURES TO LIMIT AIRBORNE DUST AND DIRT RISING AND SCATTERING IN THE 12. WHERE PROVIDED, STOP LINES SHALL BE LOCATED IN ADVANCE OF CURB CUT RAMP. S 3 QS ;=
SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO CERTIFY THAT ALL RELEVANT REQUIREMENTS REGARDING CONSTRUCTION, 3. ALL GROUND AREAS GRADED FOR CONSTRUCTION SHALL BE GRADED, LOAMED AND SEEDED AS SOON AS POSSIBLE. AIR IN ACCORDANCE WITH FEDERAL, STATE, AND/OR LOCAL STANDARDS, AFTER THE DEMOLITION IS COMPLETE, CONTRACTOR SHALL 13.  WHERE PROVIDED, DRAINAGE INLETS SHALL BE LOCATED UPSTREAM OF CURB RAMPS AND NOT IN THE RAMP AREA. (&) g é“ <§E e
TESTING, AND REPORTING OF THE PERMITS HAVE BEEN MET AND THE PROJECT HAS BEEN CONSTRUCTED IN COMPLIANCE WITH THESE PERMANENT SEED MIXTURE SHALL CONFORM TO THE SEEDING PLAN CONTAINED IN EROSION AND SEDIMENT CONTROL NOTES AND CLEAN ALL ADJACENT STRUCTURES AND IMPROVEMENTS TO REMOVE ALL DUST AND DEBRIS CAUSED BY THE DEMOLITION 14. CURB CUT RAMP TYPE AND LOCATION ARE SHOWN ON PLAN. = p— =
PORTIONS OF THE PERMITS. DETAILS ON THIS SET OPERATIONS. THE CONTRACTOR IS RESPONSIBLE FOR RETURNING ALL ADJACENT AREAS TO THEIR "PRE-DEMOLITION" CONDITION. ) = 23 T
: ACCESSIBLE PARKING SPACES: E/C) S5 Q-
O X
8. ALL SIGNAGE SHALL CONFORM TO THE STANDARDS FOR SIZE, HEIGHT, LOCATION, AND REFLECTIVITY SET FORTH IN THE MANUAL ON 4. PRIOR TO PAVING, THE CONTRACTOR SHALL FLUSH SILT FROM ALL STORM DRAIN LINES. 13.  CONTRACTOR IS RESPONSIBLE TO SAFEGUARD THE SITE AS NECESSARY TO PERFORM THE DEMOLITION IN SUCH A MANNER AS 1.  ACCESSIBLE PARKING SPACES SHALL BE LOCATED ON THE SHORTEST ACCESSIBLE ROUTES OF TRAVEL FROM ADJACENT <C — 22 7=
UNIFORM TRAFFIC CONTROL DEVICES (MUTCD), LATEST EDITION. TO PREVENT THE ENTRY OF UNAUTHORIZED PERSONS AT ANY TIME. PARKING TO AN ACCESSIBLE BUILDING ENTRANCE. o =
5. SILT FENCES SHALL BE INSPECTED, REPAIRED AND CLEANED AS NOTED IN THE EROSION CONTROL NOTES AND DETAILS FOR 2. ACCESSIBLE PARKING SPACES AND ACCESS AISLES SHALL BE AT LEAST 8 FEET WIDE. WHERE PARKING SPACES AND ACCESS m S ‘
9. ALL CURB SHALL CONFORM TO THE SPECIFICATIONS OR THE MORE STRINGENT OF THE DEPARTMENT OF PUBLIC WORKS OR THE THIS PROJECT. 14.  CONTRACTOR IS RESPONSIBLE FOR SITE JOB SAFETY, WHICH MUST INCLUDE, BUT NOT LIMITED TO, INSTALLATION AND AISLES ARE MARKED WITH LINES THE WIDTH MEASUREMENTS SHALL BE MADE FROM CENTERLINE OF THE MARKINGS. = \
MASSACHUSETTS DEPARTMENT OF TRANSPORTATION, HIGHWAY DIVISION. MAINTENANCE OF BARRIERS, FENCING AND OTHER APPROPRIATE SAFETY ITEMS TO PROTECT THE PUBLIC FROM AREAS OF 3. PARKING ACCESS AISLES SHALL BE PART OF AN ACCESSIBLE ROUTE TO THE BUILDING OR FACILITY ENTRANCE AND SHALL
6.  THE CONTRACTOR SHALL REPAIR AND ADD STONE TO THE CONSTRUCTION ENTRANCES AS THEY BECOME SATURATED WITH MUD CONSTRUCTION AND CONSTRUCTION ACTIVITIES. COMPLY WITH PROVISIONS FOR ACCESSIBLE ROUTES. S
10. ALL DIMENSIONING UNLESS OTHERWISE NOTED IS TO THE FACE OF CURB, EDGE OF PAVEMENT OR FACE OF BUILDING. TO ENSURE THAT THEY FUNCTION AS INTENDED DURING CONSTRUCTION. ALL PUBLIC STREETS SHALL BE SWEPT AS NECESSARY. 4 TWO (2) ACCESSIBLE PARKING SPACES MAY SHARE A COMMON ACCESS AISLE =
15.  THE DEMOLITION PLAN IS INTENDED TO IDENTIFY THOSE EXISTING ITEMS/ CONDITIONS WHICH ARE TO BE REMOVED. IT IS NOT ' : o ©
11. THE PROJECT IS TO BE SERVED BY PUBLIC WATER, PRIVATE SEWER, AND UNDERGROUND CABLE, TELEPHONE, AND ELECTRIC 7. SILT REMOVED FROM AROUND INLETS AND BEHIND THE SILT FENCES SHALL BE PLACED ON A TOPSOIL STOCKPILE AND MIXED INTENDED TO PROVIDE DIRECTION AS TO THE MEANS, METHODS, SEQUENCING, TECHNIQUES AND PROCEDURES TO BE USED TO 5. ACCESS AISLES SHALL EXTEND THE FULL LENGTH OF THE PARKING SPACE THEY SERVE. ol = o >
UTILITIES. INTO IT FOR LATER USE IN LANDSCAPING OPERATIONS. ACCOMPLISH THAT WORK ALL MEANS, METHODS, SEQUENCING, TECHNIQUES AND PROCEDURES TO BE USED SHALL BE IN STRICT 6. ACCESS AISLES SHALL NOT OVERLAP THE VEHICULAR WAY. ACCESS AISLES SHALL BE PERMITTED TO BE PLACED ON EITHER SIDE cl3 & o< &0
ACCORDANCE WITH ALL STATE, FEDERAL, LOCAL, AND JURISDICTIONAL REQUIREMENTS. THE CONTRACTOR SHALL COMPLY WITH ALL OF THE PARKING SPACE EXCEPT FOR ANGLED VAN PARKING SPACES WHICH SHALL HAVE ACCESS AISLES LOCATED ON THE PASSENGER =2 8 z = 233
12. AN APPROVED SET OF PLANS AND ALL APPLICABLE PERMITS MUST BE AVAILABLE AT THE CONSTRUCTION SITE. s. THE CONTRACTOR IS CAUTIONED THAT FAILURE TO COMPLY WITH THE SEQUENCE OF CONSTRUCTION, EROSION/SEDIMENT OSHA AND OTHER SAFETY PRECAUTIONS NECESSARY TO PROVIDE A SAFE WORK SITE. SIDE OF THE PARKING SPACES. @) 03) (_'-_'3 o = §§?g
CONTROL PLAN, AND OTHER PERMIT REQUIREMENTS MAY RESULT IN MONETARY PENALTIES. THE CONTRACTOR SHALL BE ASSESSED 7. SURFACES OF PARKING SPACES AND ACCESS AISLES SERVING THEM SHALL BE STABLE, FIRM AND SLIP RESISTANT. ACCESS = c g ? 520
13. ANY DAMAGE TO PUBLIC OR PRIVATE PROPERTY RESULTING FROM CONSTRUCTION ACTIVITIES SHALL BE REPAIRED BY THE ALL SUCH PENALTIES AT NO COST TO THE OWNER. 16.  THE DEMOLITION PLAN IS INTENDED TO IDENTIFY THOSE EXISTING ITEMS/CONDITIONS WHICH ARE TO BE REMOVED. IT IS NOT AISLES SHALL BE AT THE SAME LEVEL AS THE PARKING SPACES THEY SERVE. Sl LS5 . s\rfi
CONTRACTOR AT NO EXPENSE TO THE OWNER. INTENDED TO PROVIDE DIRECTIONS AS TO THE MEANS METHODS, SEQUENCING, TECHNIQUES AND PROCEDURES TO BE USED TO 8. PARKING SPACES AND ACCESS AISLES SHALL BE LEVEL WITH SURFACE SLOPES NOT EXCEEDING 2.0% IN ANY DIRECTIONS. C @® g_ = % ";T ’
ACCOMPLISH THAT WORK ALL MEANS, METHODS, SEQUENCING, TECHNIQUES, AND PROCEDURES TO BE USED SHALL BE IN STRICT 9.  PARKED VEHICLE OVERHANGS SHALL NOT REDUCE THE REOUIRED CLEAR WIDTH OF AN ACCESSIBLE ROUTE. ®© = 5 I
14. PROPERTY MARKERS AND STREET LINE MONUMENTS SHALL BE PROPERLY PROTECTED AT ALL TIMES DURING CONSTRUCTION TO UT| LlTY N OT ES ACCORDANCE WITH ALL STATE, FEDERAL, LOCAL, AND JURISDICTIONAL REQUIREMENTS. THE CONTRACTOR SHALL COMPLY WITH ALL 10.  PARKING SPACES FOR VANS AND ACCESS AISLES AND VEHI%UL AR ROUTES SERVING THEM SHALL PROVIDE A VERTICAL B ) -
ENSURE INTEGRITY. IF DISTURBED, THEY SHALL BE REPLACED BY A REGISTERED SURVEYOR AT THE CONTRACTOR’S EXPENSE. OSHA AND OTHER SAFETY PRECAUTIONS NECESSARY TO PROVIDE A SAFE WORK SITE. CLEARANCE OF 8 FEET 2 INCHES (8'2") MINIMUM. SIGNS SHALL BE PROVIDED AT ENTRANCES TO PARKING FACILITIES INFORMING 3
DRIVERS OF CLEARANCES AND THE LOCATION OF VAN ACCESSIBLE PARKING SPACES. (]

15. ADA ACCESSIBLE RAMPS SHALL BE PROVIDED ALONG SIDEWALKS AND AT ALL ROADWAY CROSSINGS. ALL ADA RAMPS SHALL
CONFORM TO MASSACHUSETTS ARCHITECTURAL ACCESS BOARD (AAB) STANDARDS AS WELL AS MASSACHUSETTS DEPARTMENT OF
TRANSPORTATION STANDARDS.

GRADING & DRAINAGE NOTES

1. ALL STORM DRAIN PIPE SHALL BE HIGH DENSITY POLYETHYLENE PIPE (HDPE), SMOOTH BORE INTERIOR, PROVIDING A
MANNING'S ROUGHNESS COEFFICIENT OF 0.010 OR LESS UNLESS OTHERWISE NOTED.

2. THE PROJECT ELEVATIONS ARE BASED ON NGVD 1988 VERTICAL DATUM. THE HORIZONTAL AND VERTICAL CONTROL FOR THE
PROJECT WAS PERFORMED BY THE PROJECT SURVEYOR. THE SITE BENCHMARK(S) ARE NOTED ON THE EXISTING CONDITIONS PLANS.

3. ALL EXCESS SOIL EXCAVATED FROM THE PROJECT SITE SHALL BE DISPOSED OF IN ACCORDANCE WITH ALL APPLICABLE LOCAL,
STATE AND FEDERAL REGULATIONS.

4. ALL DISTURBED AREAS NOT TO BE PAVED, SODDED, OR OTHERWISE TREATED SHALL RECEIVE 6" LOAM, FERTILIZER, SEED AND
MULCH.

5. COMPACTION REQUIREMENTS:
LOCATION MINIMUM COMPACTION
SUBBASE AND BASE
GRAVEL BELOW PAVED
AREAS 95%

SUBGRADE FILL BELOW
PAVED AREAS 92%

TRENCH BEDDING
MATERIAL 95%

LOAM AND SEED AREAS 90%

ALL PERCENTAGES OF COMPACTION SHALL BE OF THE MAXIMUM DRY DENSITY AT THE OPTIMUM MOISTURE CONTENT AS DETERMINED
AND CONTROLLED IN ACCORDANCE WITH ASTM D-1557

6. SOIL REQUIREMENTS: MASSACHUSETTS HIGHWAY DEPARTMENT, STANDARD SPECIFICATIONS FOR HIGHWAYS AND BRIDGES.

1. ALL WATER UTILITY MATERIALS AND INSTALLATION METHODS SHALL CONFORM TO TOWN PUBLIC WORKS DEPARTMENT STANDARDS.
ALL WATER DISTRIBUTION PIPING SHALL BE CLASS 52 DUCTILE IRON PIPE. DISINFECTION OF WATER LINES SHALL CONFORM TO LOCAL
REQUIREMENTS AND AWWA STANDARDS. THE CONTRACTOR SHALL COORDINATE ALL CONNECTIONS TO THE MUNICIPAL SYSTEM WITH
THE TOWN PUBLIC WORKS DEPARTMENT.

2. THE LOCATION OF THE ELECTRIC, TELEPHONE, AND CABLE SERVICES ARE APPROXIMATE. THE CONTRACTOR SHALL COORDINATE
WITH THE APPROPRIATE UTILITY COMPANIES FOR EXACT LOCATIONS.

3. SANITARY SEWER PIPE SHALL BE POLYVINYL CHLORIDE (PVC) PIPE MEETING THE REQUIREMENTS OF SDR-35 FOR GRAVITY PIPE AND
SDR-11 FOR FORCEMAIN PIPE UNLESS OTHERWISE NOTED ON THE PLANS. ALL SEWER MATERIALS AND INSTALLATION METHODS
SHALL CONFORM TO THE DEPARTMENT OF PUBLIC WORKS STANDARDS.

4. COORDINATE ALL UTILITY WORK WITH THE APPROPRIATE UTILITY COMPANY. ALL UTILITY WORK SHALL BE COMPLETED IN
ACCORDANCE WITH THE STANDARDS OF THAT UTILITY.

5. UNDERGROUND ELECTRICAL, TELEPHONE, AND CABLE CONDUIT SHALL CONFORM TO THE MATERIAL REQUIREMENTS OF THAT
UTILITY.

6. ALL UNDERGROUND CONDUITS SHALL HAVE NYLON PULL ROPES TO FACILITATE PULLING CABLE.

7. THE CONTRACTOR SHALL PROVIDE AND INSTALL ALL BOXES, FITTINGS, CONNECTORS, COVER PLATES AND OTHER MISCELLANEOUS
ITEMS NOT NECESSARILY DETAILED ON THE DRAWINGS TO RENDER INSTALLATION OF THE UTILITIES COMPLETE AND OPERATIONAL AT
NO EXTRA EXPENSE TO THE OWNER.

8. A 10 FOOT MINIMUM EDGE TO EDGE HORIZONTAL SEPARATION SHALL BE PROVIDED BETWEEN ALL WATER AND SANITARY SEWER
LINES. AN 18 INCH OUTSIDE TO OUTSIDE VERTICAL SEPARATION SHALL BE PROVIDED AT ALL WATER AND SANITARY SEWER
CROSSINGS.

9. THRUST BLOCKS SHALL BE SOLID PRECAST CONCRETE BLOCK PLACED BETWEEN BACK OF FITTING AND TRENCH WALL, IN A MANNER
TO PREVENT BLOWOFF OF THE FITTING. IN AREAS WHERE THRUST BLOCKS ARE UNABLE TO BE USED TO PROPERLY RESTRAIN THE
FITTINGS, THREADED RODS SHALL BE USED TO ANCHOR THE CONNECTION TO THE MAIN.

10. THE CONTRACTOR IS RESPONSIBLE FOR MAINTAINING RECORD DRAWINGS THROUGHOUT THE PROJECT AND PROVIDING THE
OWNER WITH A SET OF THE FINAL RECORD DRAWINGS WHEN THE PROJECT IS COMPLETE.

11. ALL TRENCHING, PIPE LAYING AND BACKFILLING SHALL BE IN ACCORDANCE WITH LOCAL REQUIREMENTS AND FEDERAL OSHA
REGULATIONS.

12. VALVES SHALL BE RESILIENT WEDGE GATE VALVE, WATEROUS SERIES 500 OR EQUIVALENTS MEETING AWWA C509 OF THE LATEST

17.  DEBRIS SHALL NOT BE BURIED ON THE SUBJECT SITE. ALL DEMOLITION WASTES AND DEBRIS (SOLID WASTE) SHALL BE
DISPOSED OF IN ACCORDANCE WITH ALL MUNICIPAL, COUNTY, STATE, AND FEDERAL LAWS AND APPLICABLE CODES. THE CONTRACTOR
SHALL MAINTAIN RECORDS TO DEMONSTRATE PROPER DISPOSAL ACTIVITIES, TO BE PROMPTLY PROVIDED TO THE OWNER UPON
REQUEST.

18. CONTRACTOR SHALL MAINTAIN A RECORD SET OF PLANS UPON WHICH IS INDICATED THE LOCATION OF EXISTING UTILITIES THAT
ARE CAPPED, ABANDONED IN PLACE, OR RELOCATED DUE TO DEMOLITION ACTIVITIES. THIS RECORD DOCUMENT SHALL BE PREPARED IN
A NEAT AND WORKMAN-LIKE MANNER, AND TURNED OVER TO THE OWNER/DEVELOPER UPON COMPLETION OF THE WORK.

19. THE FOLLOWING ITEMS ARE TYPICAL OF THE MATERIALS WHICH MAY BE ENCOUNTERED DURING THE SITE
CLEARING/DEMOLITION. THE SITE CONTRACTOR IS ADVISED TO VISIT THE SITE TO CONFIRM DEMOLITION ITEMS SINCE THE LIST IS NOT
ALL INCLUSIVE OF SITE CONDITIONS WHICH MAY BE ENCOUNTERED.

¢ BITUMINOUS ASPHALT CONCRETE

o CONCRETE CURB, PADS, RETAINING WALLS AND BLOCKS

e FENCE POSTS

e WIRE AND/OR CHAIN LINK FENCE

e TRASH AND DUMP PILES CONTAINING MISCELLANEOUS SOLID WASTE DEBRIS

o ABOVE AND/OR UNDERGROUND UTILITY LINES (GAS, ELECTRIC, WATER, SEWER, ETC.)

e STORM DRAIN PIPES AND APPURTENANCES

¢ BUILDING DEBRIS AND MISCELLANEOUS BUILDING MATERIAL

20. AT TREES TO BE PROTECTED, A SAFETY FENCE SHALL BE INSTALLED AND MAINTAINED AROUND THE TREE DRIP LINE AND
EXCAVATION OR FILLING AROUND THE TREES SHALL BE MINIMIZED UNTIL TREE WELLS (IF REQUIRED) HAVE BEEN CONSTRUCTED. THE
OWNER RESERVES THE RIGHT TO REVIEW TREES TO BE PROTECTED IN THE FIELD TO DETERMINE WHICH TREES SHALL BE REMOVED.

21.  INSTALL ORANGE SAFETY FENCE OR TEMPORARY CHAIN LINK FENCE AROUND THE PERIMETER OF THE DEMOLITION AREA. NO
DEMOLITION EQUIPMENT OR DEMOLITION OPERATIONS SHALL OCCUR OUTSIDE OF THIS PERIMETER FENCING.

22.  KEEP PUBLIC STREETS CLEAR OF DUST, MUD AND DEBRIS. SURFACE MUST BE SWEPT AT THE CLOSE OF EACH WORK DAY AND
AT OTHER INTERVALS AS NECESSARY TO AVOID TRACKING OF MUD OR CREATION OF DUST. INSTALL A STONE STABILIZED
CONSTRUCTION ENTRANCE AT PRIMARY ACCESS ROUTE INTO WORK ZONE. MAINTAIN AND REPLACE AS NECESSARY.

23. THE OWNER MAKES NO REPRESENTATION AS TO THE VOLUME OF MATERIALS ATTENDANT WITH DEMOLITION. UPON
COMPLETION OF THE BUILDING/FOUNDATION AND UTILITY DEMOLITION WORK, THE ENTIRE DISTURBED AREA SHALL BE REFILLED TO
EXISTING SUBGRADE ELEVATION IN LIFTS (MAXIMUM THICKNESS 8 INCHES) COMPACTED TO 95% OPTIMUM DRY DENSITY (ASTM
D-1557) WITH MATERIAL MEETING THE FOLLOWING GRADATION:

SIEVE SIZE ~ PERCENT FINER BY WEIGHT

M1.03.0 GRAVEL BORROW: SHALL CONSIST OF INERT MATERIAL THAT IS HARD, DURABLE STONE AND COURSE SAND, REVISION. ALL BOLTS SHALL BE STAINLESS STEEL. VALVE SHALL OPEN LEFT. 6 INCH 100
FREE FROM LOAM AND CLAY, SURFACE COATINGS, AND DELETERIOUS MATERIAL. MAXIMIUM SIZE OF STONE IN GRAVEL NO. 1/4" 25-100
SHALL BE AS FOLLOWS: M103.1 TYPE "A" = 6" INCH. M103.0 TYPE "B"= 3 INCH. M1.03.0 TYPE "C" 2 INCH. M103.0 TYPE 13. TAPPING SLEEVE SHALL BE ROMAC STAINLESS STEEL OR EQUIVALENT, MEETING AWWA C223. NO. 40 0-50
"D" = 1.5 INCH. NO. 200 0-0.7

SIEVE DESIGNATION PERCENT PASSING

% INCH 50 -85 WITH THE WORD "WATER" PLAINLY CAST IN RELIEF ON THE TOP SURFACE. ALL VALVE BOXES SHALL BE MANUFACTURED IN NORTH 24.  CONTACT DIGSAFE AT LEAST 72 HOURS, NOT INCLUDING SATURDAYS, SUNDAYS, AND LEGAL MASSACHUSETTS HOLIDAYS, BUT LEGEND:EXISTING LEGEND:PROPOSED
No. 4 40-75 AMERICA. NOT MORE  THAN 20 CALENDAR DAYS PRIOR TO THE COMMENCEMENT OF EXCAVATION. .

No. 50 8- 28

No. 200 0-10 15. THE SHREWSBURY WATER DEPARTMENT HAS STANDARDIZED ON THE WATERUS WB-67 OR CLOW MEDALLION. ALL HYDRANTS WILL

M1.03.1 PROCESS GRAVEL FOR SUBBASE: THE APPROVED SOURCE OF BANK-RUN GRAVEL MATERIAL SHALL BE
PROCESSED BY MECHANICAL MEANS. THE EQUIPMENT FOR PRODUCING CRUSHED GRAVEL SHALL BE ADEQUATE SIZE
AND WITH SUFFICIENT ADJUSTMENTS TO PRODUCE THE DESIRED MATERIALS. THE PROCESSED MATERIAL SHALL BE
STOCKPILED IN SUCH A MANNER TO MINIMIZE SEGREGATION OF PARTICLE SIZES. ALL PROCESSED GRAVEL SHALL COME
FROM APPROVED STOCKPILES. GRAVEL SHALL CONSIST OF INERT MATERIAL THAT IS HARD, DURABLE STONE AND

14. VALVE BOXES SHALL BE STANDARD CAST-IRON, ASPHALT COATED, ADJUSTABLE, SLIDING TYPE, TOGETHER WITH CAST-IRON COVERS

BE "OPEN LEFT". HYDRANTS SHALL CONFORM THE THE REQUIREMENTS OF AWWA C-502, AND BE DESIGNED FOR 150 PSI WORKING
PRESSURE TESTED TO 300 PSI HYDROSTATIC. HYDRANTS SHALL BE ABLE TO BE ROTATED 360 DEGREES. THEY SHALL HAVE A POSITIVE
CLOSING, SELF-CLEANING DRAIN VALVE AND DRAINAGE AREA SHALL BE COMPLETELY BRONZE OR BRASS LINED. HYDRANTS SHALL BE
PAINTED YELLOW TO MATCH THE TOWN'S STANDARD COLOR. IN ADDITION, TWO COLUMNS WILL BE INSTALLED TO PROTECT HYDRANTS
FROM VEHICULAR TRAFFIC AND SNOW PLOWS. COLUMNS SHALL BE PAINTED YELLOW TO MATCH HYDRANTS.

ACCESSIBILITY NOTES

11.  EACH ACCESSIBLE PARKING SPACE SHALL BE PROVIDED WITH SIGNAGE DISPLAYING THE INTERNATIONAL SYMBOL OF
ACCESSIBILITY. EACH ACCESS AISLE SHALL BE CLEARLY MARKED BY MEANS OF DIAGONAL STRIPES. SIGNS SHALL BE INSTALLED AT A
CLEAR HEIGHT OF BETWEEN 5 FEET AND 8 FEET TO THE TOP OF THE SIGN AND SHALL NOT INTERFERE WITH AN ACCESSIBLE ROUTE
FROM AN ACCESS AISLE. SIGNS LOCATED WHERE THEY MAY BE HIT BY VEHICLES BEING PARKED SHALL BE INSTALLED WITH BOLLARD
PROTECTION.

12.  ACCESSIBLE PARKING SPACE, ACCESS AISLE STRIPING, AND INTERNATIONAL SYMBOL OF ACCESSIBILITY SHALL BE PAINTED
BLUE.

PASSENGER LOADING ZONES:

1. PASSENGER LOADING ZONES SHALL PROVIDE VEHICULAR PULL-UP SPACE 8 FEET WIDE MINIMUM AND 20 FEET LONG MINIMUM.

2. PASSENGER LOADING ZONES SHALL PROVIDE A CLEARLY MARKED ACCESS AISLE THAT IS 5 FEET WIDE MINIMUM AND EXTENDS
THE FULL LENGTH OF THE VEHICLE PULL-UP SPACE THEY SERVE.

3. ACCESS AISLE SHALL ADJOIN AND ACCESSIBLE ROUTE AND NOT OVERLAP THE VEHICULAR WAY.

4. VEHICLE PULL-UP SPACES AND ACCESS AISLES SERVING THEM SHALL BE LEVEL WITH SURFACE SLOPES NOT EXCEEDING 2.0% IN
ANY DIRECTION. ACCESS AISLES SHALL BE AT THE SAME LEVEL AS THE VEHICLE PULL-UP SPACE THEY SERVE.

5. SURFACES OF VEHICLE PULL-UP SPACES AND ACCESS AISLES SERVING THEM SHALL BE STABLE, FIRM AND SLIP RESISTANT.

6. VEHICLE PULL-UP SPACES, ACCESS AISLES SERVING THEM AND A VEHICULAR ROUTE FROM AN ENTRANCE TO THE PASSENGER
LOADING ZONE, AND FROM THE PASSENGER LOADING ZONE TO A VEHICULAR EXIT SERVING THEM, SHALL PROVIDE A VERTICAL
CLEARANCE OF 9 FEET 6 INCHES (9'6”) MINIMUM.

BUILDING ENTRANCES:

= — — — PROPERTY LINE

1. ALL PUBLIC ENTRANCES SHALL BE ACCESSIBLE.

2. THE APPROACH TO AN ACCESSIBLE ENTRANCE SHALL BE A PAVED WALK OR RAMP WITH A SLIP RESISTANT SURFACE,
UNINTERRUPTED BY STEPS.

3. THE EXTERIOR LANDING AT THE ENTRANCE DOOR SHALL HAVE A LEVEL LANDING MEASURING AT LEAST 5 FEET BY 5 FEET AND
SHALL NOT SLOPE MORE THAN 2% IN ANY DIRECTION.

4. THE LEVEL LANDING SHALL EXTEND A MINIMUM OR 18 INCHES WIDER THAN THE LATCH ON THE PULL SIDE OF THE DOOR.

PROPOSED PROPERTY LINE

ABUTTING PROPERTY LINE/R.OW. LINE PROPOSED EASEMENT LINE
PROPERTY OWNER NAME, MAP AND LOT, /Y Y Y Y Y Y Y Y Y Y\ PROPOSED TREELINE

AND BOOKANDPAGE ~ ~777777===========- PROPOSED GAS LINE
PROPOSED WATER LINE

384-386 South Street & 721 Hartford Turnpike
Shrewsbury, MA

Centech Park
Campus Master Plan

07.15.2021
Date

Revised per Peer Review & Town Comments

Revision

COURSE SAND, FREE FROM LOAM AND CLAY, SURFACE COATINGS, AND DELETERIOUS MATERIAL. GENERAL NOTES: EASEMENT LINE I/ N N N N B PROPOSED UNDERGROUND ELECTRIC
SIEVE DESIGNATION PERCENT PASSING DEM O LITI O N N OT ES 1. ACCESSIBLE PARKING SPACES SHALL BE LOCATED ON THE SHORTEST ACCESSIBLE ROUTES OF TRAVEL FROM ADJACENT —— - —— EDGE OF WATER/STREAM CL — oHE OHE oHE— PROPOSED OVERHEAD ELECTRIC
3INCH 100 PARKING TO AN ACCESSIBLE BUILDING ENTRANCE. EXISTING MAJOR CONTOUR — — PROPOSED ELEC./CABLE,/TELE
1% INCH 70-100 2. SPECIAL ATTENTION SHALL BE GIVEN TO COMPLIANCE WITH THE MASSACHUSETTS ARCHITECTURAL ACCESS BOARD (AAB) RULES EXISTING MINOR CONTOUR PROPOSED SEW[—fR LINE ‘—| | | | | | | |z
%, INCH 50- 85 AND REGULATIONS AND THE AMERICANS DISABILITIES ACT STANDARDS FOR ACCESSIBLE DESIGN (ADAAG).
No. 4 30-60 1. THE DEMOLITION PLAN IS INTENDED TO PROVIDE GENERAL INFORMATION, ONLY, REGARDING ITEMS TO BE DEMOLISHED 3. ITIS ESSENTIAL THAT CONTRACTORS BE AWARE OF THE SITE ACCESSIBILITY REQUIREMENTS. THESE NOTES AND DETAILS ARE EXISTING TREELINE PROPOSED DRAIN LINE
No. 200 0-10 AND/OR REMOVED. THE CONTRACTOR MUST ALSO REVIEW THE OTHER SITE PLAN DRAWINGS AND INCLUDE IN DEMOLITION ACTIVITIES INTENDED TO ASSURE THAT CONTRACTORS ARE AWARE OF THE REQUIREMENTS AT THE TIME WHEN THEY ARE BIDDING THE PROJECT.IF  — — —  — —= — WETLAND LINE ° ° °—~ PROPOSED FENCE

ALL INCIDENTAL WORK NECESSARY FOR THE CONSTRUCTION OF THE NEW SITE IMPROVEMENTS.

SLOPES / GRADES AND DIMENSIONS ARE NOT ACHIEVABLE, THE CONTRACTOR IS REQUIRED TO CONTACT THE OWNER IMMEDIATELY, — — — — — 100' BUFFER LINE H—0—0 0 ppOPOSED GUIDERAIL

M2.01.0 CRUSHED STONE : CRUSHED STONE SHALL CONSIST OF ONE OR THE OTHER OF THE FOLLOWING MATERIALS. BEFORE MOVING FORWARD WITH THE WORK. EXISTING GAS LINE [Tl T==T=s] - PROPOSED EROSION CONTROL
(1.) DURABLE CRUSHED ROCK CONSISTING OF THE ANGULAR FRAGMENTS OBTAINED BY BREAKING AND CRUSHING SOLID 2. CONTRACTOR MUST RAISE ANY QUESTIONS CONCERNING THE ACCURACY OR INTENT OF THESE PLANS OR SPECIFICATIONS ON 4. THE CONTRACTOR SHALL NOTIFY THE ARCHITECT AND CIVIL ENGINEER IMMEDIATELY OF ANY CONFLICT BETWEEN THESE NOTES EXISTING WATER LINE PROPOSED DRAIN MANHOLE

OR SHATTERED NATURAL ROCK, AND FREE FROM A DETRIMENTAL QUANTITY OF THING, FLAT, ELONGATED OR OTHER THIS PROJECT WITH THE ENGINEER, IN WRITING , PRIOR TO THE INITIATION OF ANY SITE ACTIVITY AND ANY DEMOLITION ACTIVITY. ALL AND DETAILS AND OTHER PROJECT DRAWINGS, WHETHER BY BEALS ASSOCIATES, INC. OR OTHERS. THE CONTRACTOR SHALL NOT EXISTING UNDERGROUND ELECTRIC R OPOSED SEWER MANHOLE
O

OBJECTIONABLE PIECES. (A DETRIMENTAL QUANTITY WILL BE CONSIDERED AS ANY AMOUNT IN EXCESS OF 15% OF THE DEMOLITION ACTIVITIES MUST BE PERFORMED IN ACCORDANCE WITH THE REQUIREMENTS OF THESE PLANS AND SPECIFICATIONS AND PROCEED WITH THE WORK FOR WHICH THE ALLEGED CONFLICT HAS BEEN DISCOVERED UNTIL SUCH ALLEGED CONFLICT HAS BEEN
EXISTING OVERHEAD ELECTRIC PROPOSED TELECOM CABLE MANHOLE

TOTAL MASS.(2.) DURABLE CRUSHED GRAVEL STONE OBTAINED BY ARTIFICIAL CRUSHING OF GRAVEL BOULDERS OR ALL APPLICABLE FEDERAL, STATE AND LOCAL REGULATIONS, AND CODES. RESOLVED. NO CLAIM SHALL BE MADE BY THE CONTRAGTOR FOR DELAY DAMAGES AS A RESULT OF RESOLUTION OF ANY SUGH
FIELDSTONE WITH A MINIMUM DIAMETER BEFORE CRUSHING OF 200 MILLIMETERS. THE CRUSHED STONE SHALL BE CONFLICT(S). EXISTING ELEC./CABLE/TELE PROPOSED ELECTRIC MANHOLE

Copyright © Beals Associates, Inc. - All Rights Reserved

REASONABLE FREE FROM CLAY, LOAM OR DELETERIOUS MATERIAL AND NOT MORE THAN 1.0% OF SATISFACTORY 3. PRIORTO STARTING ANY DEMOLITION, CONTRACTOR IS RESPONSIBLE FOR/TO: 5. AABREGULATIONS DO NOT ALLOW ANY TOLERANCE ON SLOPE REQUIREMENTS AND THE MAXIMUM SLOPES LISTED BELOW CAN EXISTING SEWER LINE PROPOSED UTILITY POLE
MATERIAL PASSING A 75 MICROMETER SIEVE WILL BE ALLOWED TO ADHERE TO THE CRUSHED STONE. WHERE CRUSHED NOT BE EXCEEDED Wy
STONE IS TO BE USED FOR SURFACING, THIS REQUIREMENT SHALL BE NOT MORE THAN 0.5% OF SATISFACTORY MATERIAL A.  OBTAINING ALL REQUIRED PERMITS AND MAINTAINING THE SAME ON SITE FOR REVIEW BY THE ENGINEER AND OTHER PUBLIC ' EXISTING DRAIN LINE PROPOSED WATER VALVE
PASSING A 75 uM SIEVE. AGENCIES WITH JURISDICTION THROUGHOUT THE DURATION OF THE PROJECT SITE WORK, AND DEMOLITION WORK. 6. ITIS RECOMMENDED THAT THE CONTRACTOR USE A 2-FOOT DIGITAL LEVEL TO VERIFY SLOPES PRIOR TO PLACING THE FINSHED EXISTING FENCE GVIX  PROPOSED GAS SHUT OFF
SURFACE. IT IS FURTHER RECOMMENDED THAT FORMS BE CHECKED PRIOR TO PLACING CONCRETE OR ASPAHLT. EXISTING GUARDRAIL PROPOSED GATCH BASIN
M2.01.1 CRUSHED STONE FOR DRAINAGE FOUNDATIONS : (1 %" STONE) B. NOTIFYING, AT A MINIMUM , THE MUNICIPAL ENGINEER AND THE DESIGN ENGINEER, 72 HOURS PRIOR TO THE START OF WORK. 7. THESE ACCESSIBILITY NOTES AND DETAILS ARE INTENDED TO DEPICT SLOPE AND DIMENSIONAL REQUIREMENTS ONLY. REFER EXISTING EROSION CONTROL D]
SIEVE DESIGNATION PERCENT PASSING g TO SIDEWALK, CURBING, AND PAVEMENT DETAILS FOR ADDITIONAL INFORMATION. S0 PROPOSED FLARED END _
> INCH 100 C.  INSTALLING THE REQUIRED SOIL EROSION AND SEDIMENT CONTROL MEASURES PRIOR TO SITE DISTURBANCE. ACCESSIBLE ROUTE NOTES: EXISTING PAVEMENT PROPOSED CONTOUR Not for Construction
1% INCH 95-100 1. AT LEAST ONE ACCESSIBLE ROUTE SHALL BE PROVIDED WITHIN THE SITE FROM ACCESSIBLE PARKING SPACES AND ACCESSIBLE EXISTING BUILDING PROPOSED CURBLINE Perm It
LINCH 35- 70 D CAVATOCCORDANCE WITHTHE STATE LAW, THE CONTRACTOR SHALL CALL DIGSAFE FOR UTILITY MARKOUT, IN ADVANCE OF ANY PASSENGER LOADING ZONES; PUBLIC STREETS OR SIDEWALKS; AND PUBLIC TRANSPORTATION STOPS TO THE ACCESSIBLE BUILDING EXISTING SHRUB - PROPOSED STONEWALL
%, INCH 0-25 : OR FACILITY THEY SERVE. EXISTING GUY WIRE X PROPOSED HYDRANT Documents
M2.01.4 CRUSHED STONE : (%" STONE) E.  LOCATING AND PROTECTING ALL UTILITIES AND SERVICES, INCLUDING BUT NOT LIMITED TO GAS, WATER, ELECTRIC,SANITARY 2. AT LEAST ONE ACCESSIBLE ROUTE SHALL CONNECT ACCESSIBLE BUILDINGS, ACCESSIBLE FACILITIES, ACCESSIBLE ELEMENTS, EXISTING DRAIN MANHOLE -+ PROPOSED STREET SIGN
T SIEVE DESIGNATION PERCENT PASSING AND STORM SEWER, TELEPHONE, CABLE FIBER OPTIC CABLE, ETC. WITHIN AND ADJACENT TO THE LIMITS OF PROJECT ACTIVITIES. THE AND ACCESSIBLE SPACES THAT ARE ON THE SAME SITE. EXISTING SEWER MANHOLE @ {1 PROPOSED STREETLIGHT :
1INCH 100 CONTRACTOR SHALL USE AND COMPLY WITH THE REQUIREMENTS OF THE APPLICABLE UTILITY NOTIFICATION SYSTEM TO LOCATE ALL 3. DIRECTIONAL SIGNAGE INDICATING THE ROUTE TO THE NEAREST ACCESSIBLE BUILDING ENTRANCE SHALL BE PROVIDED AT EXISTING ELECTRIC MANHOLE PROPOSED RIP-RAP Designed by: YTM | Checked by: TPM
% INCH 90- 100 THE UNDERDOG UTILITIES. INACCESSIBLE BUILDING ENTRANCES. EXISTING UTILITY POLE & PROPOSED BARRIER FREE SYMBOL Proj. No.: C-1158 __|lssue Date: 04.20.21
. ) 4. TRANSITIONS BETWEEN RAMPS, WALKS, LANDINGS, GUTTERS OR STREETS SHALL BE FLUSH AND FREE OF ABRUPT VERTICAL Drawing Scale: NTS
72 INCH 10- 80 F.  PROTECTING AND MAINTAINING IN OPERATION, ALL ACTIVE UTILITIES AND SYSTEMS THAT ARE NOT BEING REMOVED DURING CHANGES (1/4 INCH MAXIMUM VERTICAL CHANGE). EXISTING WATER SHUT OFF *PROPOSED BOLLARD .
3% INCH 0-20 T OSststabahiy chanoes EXISTING GAS SHUT OFF PROPOSED SIGN LABEL Sheet Title
No. 4 0-5 e EXISTING CATCH BASIN I 1 PROPOSED BUILDING
M2.0.L.7 DENSE GRADE CRUSHED STONE FOR SUB-BASE : SUBBASE MATERIAL COMBING CRUSHER-RUN COARSE G.  ARRANGING FOR AND COORDINATING WITH THE APPLICABLE UTILITY SERVICE PROVIDER(S) FOR THE TEMPORARY OR 1. WIDTH OF WALKWAYS SHALL NOT BE LESS THAN 48 INCHES, EXCLUDING CURB STONES. EXISTING FLARED END B2 PROPOSED RIPRAP INLET/OUTLET APRON G ENERAL N OTES
AGGREGATES OF CRUSHED STONE ' PERMANENT TERMINATION OF SERVICE REQUIRED BY THE PROJECT PLANS AND SPECIFICATIONS. THE CONTRACTOR SHALL PROVIDE 2. WALKWAYS SHALL PROVIDE A MINIMUM OF 36 INCHES CLEAR, UNOBSTRUCTED PATH OF TRAVEL PAST ALL OBSTRUCTIONS. (1.E. EXISTING STONEWALL i up——
(TRAP ONLY, MEETING M2.01.0,1) AND FINE AGGREGATES OF NATURAL SAND OR PROPOSED UNDER DRAIN
STONE SCREENING UNIFORMLY PREMIXED WITH A PREDETERMINED QUANTITY OF WATER. COARSE AGGREGATE SHALL THE ENGINEER AND OWNER WRITTEN NOTIFICATION THAT THE EXISTING UTILITIES AND SERVICES HAVE BEEN TERMINATED AND UTILITY POLES, SIGNS, FIRE HYDRANTS, ETC.) EXISTING RIPRAP T AN D LEG E N D
CONSIST OF HARD, DURABLE PARTICLES OF FRAGMENTS OF STONE. MATERIALS THAT BREAK UP WHEN ALTERNATELY ABANDONED IN ACCORDANCE WITH JURISDICTIONAL AND UTILITY COMPANY REQUIREMENTS. 3. WALKING SURFACES SHALL HAVE A MAXIMUM RUNNING SLOPE OF 5.0% AND A MAXIMUM CROSS SLOPE OF 2.0%. EXISTING RAILROAD P Eggggggg EESTNIEITION DRAIN
’ ' 4. AT THE INTERSECTION OF TWO SIDEWALKS, THERE SHALL BE A LEVEL LANDING WITH NO SLOPE GREATER THAN 2% IN ANY
FROZEN AND THAWED OR WETTED AND DRIED SHALL NOT BE USED. COARSE AGGREGATE SHALL HAVE A PERCENTAGE H.  COORDINATION WITH UTILITY COMPANIES REGARDING WORKING "OFF-PEAK" HOURS OR ON WEEKENDS AS MAY BE REQUIRED TO DIRECTION EXISTING HYDRANT PROPOSED TRANSFORMER PAD
WEAR, BY THE LOS ANGLES TEST, OF NOT MORE THAN 45. FINE AGGREGATE SHALL CONSIST OF NATURAL OR CRUSHED MINIMIZE THE IMPACT ON THE AFFECTED PARTIES WORK REQUIRED TO BE DONE "OFF-PEAK" IS TO BE DONE AT NO ADDITIONAL COST TO '
SAND. THE COMPOSITE MATERIAL SHALL BE FREE FROM CLAY, LOAM OR OTHER PLASTIC MATERIAL, AND SHALL CONFORM THE OWNER Q - 5. ANY WALKING SURFACE WITH A RUNNING SLOPE GREATER THAN 5.0% IS CONSIDERED A RAMP AND SHALL COMPLY WITH THE EXISTING STREET SIGN B PROPOSED CONSTRUCTION ENTRANCE
TO THE FOLLOWING GRADING REQUIREMENTS. : GUIDELINES FOR RAMPS OR CURB CUT RAMPS. EXISTING STREETLIGHT B PROPOSED STONE CHECK DAM
SIEVE L;El?\ll(G:EAHON PERCENTllz),DE)SSING L IN THE EVENT THE CONTRACTOR DISCOVERS ANY HAZARDOUS MATERIAL, THE REMOVAL OF WHICH IS NOT ADDRESSED IN THE 6.  ACCESSIBLE ROUTE SURFACES SHALL BE STABLE, FIRM AND SLIP RESISTANT. SURVEY CONTROL POINT @ PROPOSED STONE SEDIMENT BARRIER Sheet Number
. PROJECT PLANS AND SPECIFICATIONS THE CONTRACTOR SHALL IMMEDIATELY CEASE ALL WORK AND IMMEDIATELY NOTIFY THE OWNER 7. IF CATCH BASINS OR OTHER GRATINGS ARE LOCATED WITHIN AN ACCESSIBLE ROUTE, THEN AN ADA GRATE SHALL BE USED WITH - = FLOOD PLAIN
;/Iz'\]lglgH gg - 1;3050 AND ENGINEERS OF THE DISCOVERY OF SUCH MATERIALS. SPACES NO GREATER THAN %2 INCH WIDE IN THE DIRECTION OF TRAVEL. ZONING LINE
No. 4 30-55 4. THE ENGINEER OF RECORD IS NOT RESPONSIBLE FOR JOB SITE SAFETY OR SUPERVISION. CONTRACTOR SHALL PROCEED WITH — MW@ MONITORING WELL
. . .
sg 28 o g - ig THE DEMOLITION IN A SYSTEMATIC AND SAFE MANNER, FOLLOWING ALL THE OSHA REQUIREMENTS, TO ENSURE PUBLIC AND é'UT R Af\\ANPY PART OF AN ACCESSIBLE ROUTE WITH A RUNNING SLOPE GREATER THAN 5% SHALL BE CONSIDERED A RAMP OR A CURB % TEST PIT
. - . ]

7. ADJUST ALL MANHOLE COVERS, CURB BOXES, ETC. WITHIN LIMITS OF WORK TO FINISHED GRADE.

CONTRACTOR SAFETY.

5. THE CONTRACTOR SHALL PROVIDE ALL "MEANS AND METHODS" NECESSARY TO PREVENT MOVEMENT, SETTLEMENT, OR

2. THE MAXIMUM RUNNING SLOPE FOR A RAMP SHALL BE 7.5% AND THE MAXIMUM CROSS SLOPE SHALL BE 1.5%
3. THE CLEAR WIDTH OF A RAMP SHALL BE 48 INCHES MINIMUM AS MEASURED BETWEEN THE HANDRAILS.

PATH:H:\C-1158 Shrewsbury\Autocad\2021.06.XX R1 Permit Documents\Cover Page.dwg



AutoCAD SHX Text
GV

AutoCAD SHX Text
WV

AutoCAD SHX Text
D

AutoCAD SHX Text
Y

AutoCAD SHX Text
H

AutoCAD SHX Text
S

AutoCAD SHX Text
E

AutoCAD SHX Text
D

AutoCAD SHX Text
WV

AutoCAD SHX Text
D

AutoCAD SHX Text
S

AutoCAD SHX Text
T

AutoCAD SHX Text
E

AutoCAD SHX Text
D

AutoCAD SHX Text
Y

AutoCAD SHX Text
H

AutoCAD SHX Text
12" UD

AutoCAD SHX Text
FD

AutoCAD SHX Text
GV

AutoCAD SHX Text
N/F WILL P. OWNER 5555/222

AutoCAD SHX Text
XXX

AutoCAD SHX Text
X

AutoCAD SHX Text
MW

AutoCAD SHX Text
GV

AutoCAD SHX Text
WV

AutoCAD SHX Text
D

AutoCAD SHX Text
Y

AutoCAD SHX Text
H

AutoCAD SHX Text
S

AutoCAD SHX Text
E

AutoCAD SHX Text
D

AutoCAD SHX Text
WV

AutoCAD SHX Text
D

AutoCAD SHX Text
S

AutoCAD SHX Text
T

AutoCAD SHX Text
E

AutoCAD SHX Text
D

AutoCAD SHX Text
Y

AutoCAD SHX Text
H

AutoCAD SHX Text
12" UD

AutoCAD SHX Text
FD

AutoCAD SHX Text
GV

AutoCAD SHX Text
N/F WILL P. OWNER 5555/222

AutoCAD SHX Text
XXX

AutoCAD SHX Text
X

AutoCAD SHX Text
MW


FLOOD NOTE
ngNPARCEL SHOWN HEREON IS LOCATED IN LEGEND
A ATEE XM ,’35 EHO‘gglog;lcgggoo INSURANCE CBi:BT CONC glATuMlNous CONCRETE -
0. 9F, EFFECTIVE TCH BASIN To: NBPIll Shrewsb . NOTES 3
DATE JULY 16, 2014 CONC CONCRETE compony, its. offiliotes, LLC, o Delawore limited flability . 1) ELEVATIONS REFER T N
DMH , successors ond assigns, Northbrid O THE NORTH AMERICAN VERTICA A
DRAIN MANHOLE Partners, LLC, o M h i o ge DETERMINED BY CAL DATUM OF 1988 AS =
EM ELECTRIC METER o ners: SUC’CeSSOI?SSS:nCdU:Sest::gsnélml'l-g(ejgl'il:mb'\llhtty co:'n$ony, its ON JANUARY 8 g%;OBSERVATIONS AND AN OPUS REDUCTION PERFORMED HE
N , \ ' , Fidel ati itl ' R
v (‘ NN \\\\\\ A A G nsuronce Compony ond Lerner & Holmes PO 2) WETLAN v 5o
WG UL Ny e RCP REINFORC is i : : LAND AREAS SHOWN HEREON WERE COMPILED FRO N L
\\E\\\\\i\\\\\ SN N - SMH SEV'V\lER MERH(CJ)(L)ElCRETE PIPE Trr11|°shls’ to certify that this map or plat and the survey on TOPOGRAPHIC SURVEY BY CONTROL POINT ASSOCIATESM Iﬁ%UNDDAATRY AND A — ‘.Q':(
\ SSRE /NNy UP UTILITY POLE o St Dot Be e A /NSRS Lo 10/22/18. + INC. DATED A P S
VO AN @ ! u andard Detail Requirements for ALTA/NSP J P ey Q
0 \ WS QNS L — WF WETLAND FLAG Title Surveys, jointl tabli /NSPS Land N s { 7 T 22 D&
\ —o% \\\ \\\\\\\ NN\, Q\;\\z\{ﬁi\\i\:i" WG WATER GATE NSPS, ondyisncljuéiesyIteesmosbIzs,h(;(,j 2:\%00dggtegoby7tﬁué oan 9 3) OWNER: SIEEDSEREWSBURY DEVELOPMENT CORPORATION ///}/ / \‘// ///f,f)//jjj/// -’ %%
%\, e KRN A~ TREE /SCRUB LINE 11, 13, 14, 16, 17. 18, ond 20 of Table A thereof. The field A OOK 64005 PAGE 172 SN 2= Pard 3
\ SN \\\\ \\\\\k\\\i\\ Nk cocoooo STONE WALL work was completed on January 8, 2021, . SSESSOR’S PARCEL Nos, 42-011000, 011001, 011002 Pie (! N o=z 2= ,02':' |3 g{u
R\ 2 RN L G au =B S
=z, ()N NN NN T T OVERHEAD WIRE "~
\ S SNy oy VAV — ~
\ A
\ \ | | \\f\ ! |\ \ \ v\ \ y  SHEET KEY e Bletign Pl
A \ \ \Y/R.D \ \\ \\ VL \\ Michael Pustizzi, PLS ~
\ \J \ \\?) 9} ) \ \) \ \) \ \ , Registration No. 46506 _ =
N \\\ \’@,IQ‘:Z\/ (/ ’ /} | L gote o: fur\t/el);: Jonuary 8, 2021 1
N » ate of Las ision; ~ > -~ —
N \\2 >{> ’// // Iy l] \K If /’/ / REFERENCES evision: July 16, 2021 \ ~JT— 7 =
NS\ : ey PLAN BOOK 946 PLAN 51 \ ~ SRR J -
JENNIFER PADULLA . RN - S N NN © v 688 - 60 s o \ w1065 =" (
55623/63 M. ] N )‘\\5\;1 N -7 x)f\ // SO " . 213 . 6 CHARLES RIVER i ~ = \\
#6 HARVEST ROAD N (,nd)§ N AT =l ~_7 1 " " 9 113 LABORATORIES, INC. Y N_ = \
y \\ N EQ\\ \ Ke) é\y - s g /{J I / / / / i ” A g;g . 25 56908/28/ s ( - —~_— — < - N\
SN s R D+ S #334 SOUTH STREET /) N \ ==
\ o NP /1 7 N _ 7,/ 6 AR/ ., \ 7/ \
\kz‘,\\\\u\\ \ e /// - - // / " w417 » 89 /v ~ _ — - ) 4 \
N \ \O\Q\\G\\\\\\ /(6/ /// / // /// // » ” 292 " 22 [ | . g | \ // ) /
< \ i\\\\\\\ //// Y. / /\/// // 1 " 346 » 55 ) | L . ~ j // y
NN\ §\\ N\ 7 /// 931 STATE HIGHWAY LAYOUT / , o / y
N e PLAN IN DEED BOOK 2615 PAGE 354 o AT & I
\\ NN /// /653 / K L T s
() \(fnci}i: ) / bg. b‘ﬁ‘} ) / / // / r&%/ //,
NN T~ _ A\ NN~ / / o %
¥ \\ N \\\/ N $ // \} L Y // // // /I 657/ - s J d
\ - \ AL —~ - / / - / _ / /S / s
RN N O / J 2, LTI s~ R - S 10" WIDE SHREWSBURY -
\\\\ \\\\ ( / s T T T = ‘ /BL/ \/):\/\\75‘ \ /// /// 7 T~ ——< /// // g f\ // 9)4)% ////////// /// PLAN AND ?‘/OMMUN/é/)gHT
=0\ 53, \ / ;T Y ST G - 2 AN ~___-——" Y p )l o eT s 227 CABLEVISION EASEMENT
T N N / LT TN A pPE N 03— =T Y N A L T
r ~ A NI - | _— : % fnd / — / / - 4 s
\\\\\—~—»—-—~/’_7 / e _— _ -7 ~o / 7 )~
\ /7 \ \ W / M | N — ’\/ /S /7 / SJ\ 535 / 7 ~ \ // /oy - 65 rl,// 7 /Z/
\) \ N // — A E \ AN - / / /,\\ ™~ ,\_// r - // / // // 66 A /// //
\ /5// \ " N N W 1’ g ) 7 ) / - Lp-———— - { R ;o0 /66650////
~ T N & \2 /7 — I N N —_—— — g /
. e \\\ J\ - ( / — ~N - N k e Va / / e I
673 AN o A o g 3, 5 e g Y ! Ve — \ / / N7 e S T S A
“ s o« L § (fnd) )3'),*\\\6% % S S~ ‘ o NG T D \) / - Rl s
' V4 N\ 5 , / / v — - Y. /
— KAREN M. 7 /7/ \/ /) { \ _ NN S b (Z/Z/) //KW N/ / -7 // / /// % S~ — ! // [ // =7 7 // / /// /
JENNISON \ T U / | N g (Vv e s © / // S~ | A e y
22732/314 PV A S N \ o f P RN I G N P I . ,
| MARVEST ROAD \ -7 e - N/ (1a) \ Yo AU T A o7 T | T4
AR TR ‘ \ U i L \ ‘. =7 r SE I ‘ I 5P
7y ) J - 7, _ | \ \ o J N n ) sy \ -~ == \ A I -
X 1y -5\ /e /T \ / \¥_ o ad Ly ) 7 / N ;7 ~ - I 5 Yy
- iy > \ 1 o - \ L e S/ /o [ /Ty PROPOSED ST /oy o Sy '
/ ////////\/\///‘ o, /\/ (/;//,\W//¢\/j o\ / ~_ Ty // ) /// / LOT 1 T T ///// % W
\ | \ .~ — - - / / / /7 / ) /
NN | L y - A VA g / / ;7 ;o0 —~ / A4
N B - ~ - / ; / 4 - |
\ R SRR _ N = L —~_" P ( / | / s, y ~ J
AN 1 =N ;| - R, <~ S / , X s / ! )
\\\\\\‘\\l\l\u /,l] i / /// ( PR < / (] , // / , , / ) é
N — - / s, A
AR \\\\\\\\ -\ /// \ / / ~ W\ / //’ / - P A - /.\
N \\\\\\\\\l < "\'\ / ) ;= 1 \ / s 7N N O~ s, it —— Sl // // 1”0
NN l\\\\\\ x = // / \\ ) /0 \/ o /\ NN ~— \\//,——-__,// yau Y //\/ / / / / Y, /6
SRR ;— Vo S VNS e T - PR / d
@ \'Q ; 0y = T Y VN ~_——7 7 4 ) . ;7 10" WDE SHRE ¢
— ~ —~ owELL T
WILLIAM J. & / 1o ;- 7y /,/540 \\\\ ’ \ N 5574 e P s \\ / /// /o \ [ PLAN AND ’c’éﬁ%’w‘/ﬁ“’ 7 7
\  KIMBERLY C. ! [ [ 2 ~=, W\ < ~———7 - % \ ~ / \ y ) % \
oo . /1 o S - o / \ ~ / I CABLEVISION EASEMENT \O
R 7ITC‘HC‘?CK L Y ! T rI\\ \ ~_ / - \\/ ( /) (/ ) Y v/ 0, , 7
8280/165 ) SR N/ \ 4 W\ ~ — ~ RN \ (N Y Q 7
Vo =t S I RN ~— - / - ~ \ ) ! ! S 3 o
oo\ L S w7 4 *, /
ERRENS NN SR \ -7 ] L (LOT 1, 2, ROAD A) ™~/ 7 \ S T s S/
! RN NNRNN 4 N ! / / \ 2,901,8 N7 - \ / and i ‘ - /
NN \\\ \\\ NN "\ p N \\ \\ ] / \/ ( | \ * ] 05R9:t S.F. Y // \\ \ // / // e // / /
NI~ N\ Z \ \ \ ) / \ s / o7 ',
NN O\ N X T /7/// U N Y )/ ) [ AN 66.617+ Ac - // \\ \\ e / / 7 7 /
<SRN TENNNNA AN yheow N/ ' , \ ! | ) /o 7 / ~_ == /s © \
~ U - ! V72 NN / /I i ~ ——__—~ o / VA . I /4
ST NN N oy S/ I r g | r l N ~— ;7 /
NN W y4 T PAsS Y4 NN e / / | ) /) >~ / ;7 . | ~
_ =0 MR > N T=EZ - \ I NN r ~— 0\ - // N ' EASEMENT ‘ ,/
IR RN SO @}\ /o - N ] AN / -\ / r y /// ’ *
~ N A\ \N .\ \\\\\\\ O‘“; ( \ /\ { \ \\:\\\\t\ / |\ // // // / / / /
FE 11 & 80 TANS S N0 N | y NN L. N | ;o / a \
69468/117 N\ ) Lo~ \ AR 0/ B - \ T { O , | /
\ 123 ”‘IOMAS \\\\\\\\\\ = // ////_J/Q)// ) \\ \\ \ // // l \ \ 7 / / | // L
FARMCIRCLE \\\\\\\\\%\ - ///////// / /T\\ \ = \ . y \ | — // /0 :
| NN A T / SN s Sy \ ( = / / | /1 /
/ \\)}\\\\ N NG e { TN \\ \ / ) \ / o~
/ //// &\?/— -1 // P \\ \ \\ \ \L\\ / ~ / )l , | / s
/ v N\ — /
N 27 N\ \\ = Lo - p S \) /| \ @ ©y { /’\
I\ o RN N w8 , -
//////// A \\\ \/ \/k \ \\ I \\\\\V/ (/ (\ 7 — \\ / 2 | 384 3
~ — T T~ RN ) \ / - -— " Q > -_
o MATCHLINE A _,_// —~ \) . \/// | " \\__ o~ - ll\/m)\\ \\ / ' \ | \\ \ (,;\/ //\V 'iz # # 86 SOUTH STREET
— — o— it G RN ~ ~ / n
,\—’\\ ‘\\ \Q_\—\\— fﬂ: - 717— —_— - ;é_ __ —_— o , 5%\ \ /l /\ ‘('\Lf))) Y [~ l\\ />/> / /‘Oo”:;(';)/ / ALTA/NSPS LAN
~ =, \ S N ) ——7 — 1T — — 7 — —F _— - 4 o
\ Nﬂ,- ' ')O‘ \\\ // ( /& , // \| ; //}/l /(////} / \ ( \ ) /"/ — — ,66/ “ A) V- - - - - IN
_ P , \
. \ <D ] - / |7 / -
o 15/5_;//235 " b \\ VA \‘\ /] / } ) ‘\‘\ 1B b O /= - N / o (WORCESTER COUNTY)
IR N arate 1| \\\i\ \\\\\\’\\ ¥ v / // >\\\ ! v R (\ g IR \\ / G ﬁff/’NAGE & \ . 40" DATE:  JANUARY 8, 2021
UNDERGROUND UTILITIES WERE COMP ! NRRRRANNER / ” - / ~-——_J ! N PROP INTENANCE :
QKQ'LF'?L?EEcRi%‘ET.%.EsLAL‘g?Z un‘[‘n‘#%o&%%ues /\ S X RN S0 N " N | Gt 7 0 TN ool NN x { © R(C))ASSED EASEMENT \
Crion oL ibis oAFe | NN SRR, T -7 e - I | e —
BEFORE DESIGN AND CONSTRUCTION CALL * U IS AN NN R / r ayd - ~ I Vo ,
1-888-344-7233. SOME DATA |sN CONFL.CE:ﬁGSAFE } 7\ \ \\\\ RS \\\\\\ \7\ \\/ I > Vo -~ (7 / \ \ ~ 7N\ // /) \{ \ ' ¥ 0 40 80 120
AND CAN ONLY BE VERIFIED BY EXCAVATION Vo ARRARNRN N AU ) | Voo o / \ . - 160 ft
. \ \ N VA o N )// \ | / _ ) \ s~/ Precision L dS 1
\ \ o) 3\ ) N7 T~ /o \ \ po) : and Surveying, Inc
\ N N VLN 700 ) / / v ~ ~—~_~-" | JAN \ [ J ~—_— g, .
" /o o T LN \\ [ | // \I | | ’ / 32 Turnpike Road
/ - Southborough, Massachusetts 01772
TELE NO.: (508) 460-1789 FAX NO(508) 970—0096
SHEET 1 OF 6 4887TP1.DWG




